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Inch shaft retaining rings
Installed along the component axis. First distinguish external shaft rings from internal bore rings, then check thickness, groove diameter and
available axial space. Reinforced versions have a distinct dimensional configuration.

Family illustration.
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Dimension-reference diagram, not to scale. The illustrated geometry is indicative. The variant production drawing is confirmed with the
quotation.

Reference technical range. Material, finish and supply are confirmed against the enquiry. Dueemme article codes are pending mapping. No
manufacturer load rating or performance is automatically attributed to the supply.
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Technical variants
A dash means an undocumented value, not zero.

Size / reference mm Thickness / wire mm Material Finish

4.0 0.254 Steel Phosphated or blackened, oiled

4.8 0.381 Steel Phosphated or blackened, oiled

5.0 0.381 Steel Phosphated or blackened, oiled

5.6 0.381 Steel Phosphated or blackened, oiled

6.0 0.381 Steel Phosphated or blackened, oiled

6.4 0.635 Steel Phosphated or blackened, oiled

7.0 0.635 Steel Phosphated or blackened, oiled

7.1 0.635 Steel Phosphated or blackened, oiled

7.9 0.635 Steel Phosphated or blackened, oiled

8.7 0.635 Steel Phosphated or blackened, oiled

9.0 0.635 Steel Phosphated or blackened, oiled

9.5 0.635 Steel Phosphated or blackened, oiled

10.0 0.635 Steel Phosphated or blackened, oiled

10.3 0.635 Steel Phosphated or blackened, oiled

11.1 0.635 Steel Phosphated or blackened, oiled

11.9 0.635 Steel Phosphated or blackened, oiled

12.7 0.889 Steel Phosphated or blackened, oiled

14.0 0.889 Steel Phosphated or blackened, oiled

14.3 0.889 Steel Phosphated or blackened, oiled

15.1 0.889 Steel Phosphated or blackened, oiled

15.9 0.889 Steel Phosphated or blackened, oiled

17.1 0.889 Steel Phosphated or blackened, oiled

17.5 1.0668 Steel Phosphated or blackened, oiled

19.0 1.0668 Steel Phosphated or blackened, oiled

20.6 1.0668 Steel Phosphated or blackened, oiled

21.4 1.0668 Steel Phosphated or blackened, oiled

22.2 1.0668 Steel Phosphated or blackened, oiled

23.8 1.0668 Steel Phosphated or blackened, oiled

25.0 1.0668 Steel Phosphated or blackened, oiled

25.4 1.0668 Steel Phosphated or blackened, oiled

26.0 1.0668 Steel Phosphated or blackened, oiled

27.0 1.27 Steel Phosphated or blackened, oiled
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Size / reference mm Thickness / wire mm Material Finish

28.6 1.27 Steel Phosphated or blackened, oiled

30.2 1.27 Steel Phosphated or blackened, oiled

31.7 1.27 Steel Phosphated or blackened, oiled

33.3 1.27 Steel Phosphated or blackened, oiled

34.9 1.27 Steel Phosphated or blackened, oiled

36.5 1.27 Steel Phosphated or blackened, oiled

38.1 1.27 Steel Phosphated or blackened, oiled

39.7 1.5748 Steel Phosphated or blackened, oiled

41.3 1.5748 Steel Phosphated or blackened, oiled

42.9 1.5748 Steel Phosphated or blackened, oiled

44.4 1.5748 Steel Phosphated or blackened, oiled

45.0 1.5748 Steel Phosphated or blackened, oiled

46.0 1.5748 Steel Phosphated or blackened, oiled

47.6 1.5748 Steel Phosphated or blackened, oiled

50.0 1.5748 Steel Phosphated or blackened, oiled

50.8 1.5748 Steel Phosphated or blackened, oiled

52.4 1.9812 Steel Phosphated or blackened, oiled

54.0 1.9812 Steel Phosphated or blackened, oiled

54.8 1.9812 Steel Phosphated or blackened, oiled

57.1 1.9812 Steel Phosphated or blackened, oiled

58.7 1.9812 Steel Phosphated or blackened, oiled

60.3 1.9812 Steel Phosphated or blackened, oiled

61.9 1.9812 Steel Phosphated or blackened, oiled

63.5 1.9812 Steel Phosphated or blackened, oiled

65.0 1.9812 Steel Phosphated or blackened, oiled

66.7 1.9812 Steel Phosphated or blackened, oiled

69.8 2.3622 Steel Phosphated or blackened, oiled

73.0 2.3622 Steel Phosphated or blackened, oiled

74.6 2.3622 Steel Phosphated or blackened, oiled

76.2 2.3622 Steel Phosphated or blackened, oiled

77.8 2.3622 Steel Phosphated or blackened, oiled

79.4 2.3622 Steel Phosphated or blackened, oiled

80.2 2.3622 Steel Phosphated or blackened, oiled

82.5 2.3622 Steel Phosphated or blackened, oiled
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Size / reference mm Thickness / wire mm Material Finish

85.0 2.3622 Steel Phosphated or blackened, oiled

87.3 2.3622 Steel Phosphated or blackened, oiled

88.9 2.7686 Steel Phosphated or blackened, oiled

90.0 2.7686 Steel Phosphated or blackened, oiled

93.7 2.7686 Steel Phosphated or blackened, oiled

95.2 2.7686 Steel Phosphated or blackened, oiled

98.4 2.7686 Steel Phosphated or blackened, oiled

100.0 2.7686 Steel Phosphated or blackened, oiled

101.6 2.7686 Steel Phosphated or blackened, oiled

108.0 2.7686 Steel Phosphated or blackened, oiled

111.1 2.7686 Steel Phosphated or blackened, oiled

114.3 2.7686 Steel Phosphated or blackened, oiled

120.6 2.7686 Steel Phosphated or blackened, oiled

127.0 2.7686 Steel Phosphated or blackened, oiled

Ring dimensions · in
A dash means an undocumented value, not zero.

Reference mm d1 s d3

10.0 0.394 0.025 0.354

10.3 0.406 0.025 0.366

100.0 3.938 0.109 3.642

101.6 4.000 0.109 3.700

108.0 4.250 0.109 3.989

11.1 0.438 0.025 0.395

11.9 0.469 0.025 0.428

111.1 4.375 0.109 4.106

114.3 4.500 0.109 4.223

12.7 0.500 0.035 0.461

120.6 4.750 0.109 4.458

127.0 5.000 0.109 4.692

14.0 0.551 0.035 0.509

14.3 0.562 0.035 0.521

15.1 0.594 0.035 0.550

15.9 0.625 0.035 0.579



DUEEMME SIDOL | Rev. 02/10/2026 5

Reference mm d1 s d3

17.1 0.672 0.035 0.621

17.5 0.688 0.042 0.635

19.0 0.750 0.042 0.693

20.6 0.812 0.042 0.751

21.4 0.844 0.042 0.780

22.2 0.875 0.042 0.810

23.8 0.938 0.042 0.867

25.0 0.984 0.042 0.910

25.4 1.000 0.042 0.925

26.0 1.023 0.042 0.946

27.0 1.062 0.050 0.982

28.6 1.125 0.050 1.041

30.2 1.188 0.050 1.098

31.7 1.250 0.050 1.156

33.3 1.312 0.050 1.214

34.9 1.375 0.050 1.272

36.5 1.438 0.050 1.333

38.1 1.500 0.050 1.387

39.7 1.562 0.062 1.446

4.0 0.156 0.010 0.142

4.8 0.188 0.015 0.168

41.3 1.625 0.062 1.503

42.9 1.688 0.062 1.560

44.4 1.750 0.062 1.618

45.0 1.772 0.062 1.637

46.0 1.812 0.062 1.675

47.6 1.875 0.062 1.735

5.0 0.197 0.015 0.179

5.6 0.219 0.015 0.196

50.0 1.969 0.062 1.819

50.8 2.000 0.062 1.850

52.4 2.062 0.078 1.906

54.0 2.125 0.078 1.964

54.8 2.156 0.078 1.993
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Reference mm d1 s d3

57.1 2.250 0.078 2.081

58.7 2.312 0.078 2.139

6.0 0.236 0.015 0.215

6.4 0.250 0.025 0.225

60.3 2.375 0.078 2.197

61.9 2.438 0.078 2.255

63.5 2.500 0.078 2.313

65.0 2.559 0.078 2.377

66.7 2.625 0.078 2.428

69.8 2.750 0.093 2.543

7.0 0.276 0.025 0.250

7.1 0.281 0.025 0.256

7.9 0.312 0.025 0.281

73.0 2.875 0.093 2.659

74.6 2.938 0.093 2.717

76.2 3.000 0.093 2.775

77.8 3.062 0.093 2.832

79.4 3.125 0.093 2.892

8.7 0.344 0.025 0.309

80.2 3.156 0.093 2.920

82.5 3.250 0.093 3.006

85.0 3.346 0.093 3.092

87.3 3.438 0.093 3.179

88.9 3.500 0.109 3.237

9.0 0.354 0.025 0.320

9.5 0.375 0.025 0.338

90.0 3.543 0.109 3.277

93.7 3.688 0.109 3.410

95.2 3.750 0.109 3.468

98.4 3.875 0.109 3.584

Groove dimensions · mm
A dash means an undocumented value, not zero.
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Reference d2 Tolerance + / - m m tol. n min

4.0 3.7084 - - - / - -

4.8 4.445 - - - / - -

5.0 4.699 - - - / - -

5.6 5.207 - - - / - -

6.0 5.6388 - - - / - -

6.4 5.842 - - - / - -

7.0 6.477 - - - / - -

7.1 6.6294 - - - / - -

7.9 7.366 - - - / - -

8.7 8.1534 - - - / - -

9.0 8.382 - - - / - -

9.5 8.9408 - - - / - -

10.0 9.3726 - - - / - -

10.3 9.7028 - - - / - -

11.1 10.4648 - - - / - -

11.9 11.2522 - - - / - -

12.7 11.8872 - - - / - -

14.0 13.1826 - - - / - -

14.3 13.462 - - - / - -

15.1 14.1986 - - - / - -

15.9 14.9352 - - - / - -

17.1 16.0274 - - - / - -

17.5 16.4084 - - - / - -

19.0 17.8816 - - - / - -

20.6 19.3548 - - - / - -

21.4 20.0914 - - - / - -

22.2 20.8534 - - - / - -

23.8 22.4028 - - - / - -

25.0 23.5204 - - - / - -

25.4 23.876 - - - / - -

26.0 24.4094 - - - / - -

27.0 25.3492 - - - / - -

28.6 26.8986 - - - / - -

30.2 28.3972 - - - / - -
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Reference d2 Tolerance + / - m m tol. n min

31.7 29.8704 - - - / - -

33.3 31.2928 - - - / - -

34.9 32.7914 - - - / - -

36.5 34.29 - - - / - -

38.1 35.7124 - - - / - -

39.7 37.2872 - - - / - -

41.3 38.8366 - - - / - -

42.9 40.3606 - - - / - -

44.4 41.91 - - - / - -

45.0 42.3926 - - - / - -

46.0 43.3832 - - - / - -

47.6 44.9326 - - - / - -

50.0 47.1678 - - - / - -

50.8 47.9044 - - - / - -

52.4 49.4284 - - - / - -

54.0 50.8762 - - - / - -

54.8 51.6128 - - - / - -

57.1 53.848 - - - / - -

58.7 55.3212 - - - / - -

60.3 56.8706 - - - / - -

61.9 58.3946 - - - / - -

63.5 59.944 - - - / - -

65.0 61.4426 - - - / - -

66.7 63.0174 - - - / - -

69.8 66.0908 - - - / - -

73.0 69.1134 - - - / - -

74.6 70.5866 - - - / - -

76.2 72.0852 - - - / - -

77.8 73.6092 - - - / - -

79.4 75.1078 - - - / - -

80.2 75.8444 - - - / - -

82.5 78.1304 - - - / - -

85.0 80.4164 - - - / - -

87.3 82.7278 - - - / - -
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Reference d2 Tolerance + / - m m tol. n min

88.9 84.2264 - - - / - -

90.0 85.2678 - - - / - -

93.7 88.7222 - - - / - -

95.2 90.2208 - - - / - -

98.4 93.2942 - - - / - -

100.0 94.8436 - - - / - -

101.6 96.3168 - - - / - -

108.0 103.251 - - - / - -

111.1 106.426 - - - / - -

114.3 109.474 - - - / - -

120.6 115.57 - - - / - -

127.0 121.666 - - - / - -

Request a quote
Specify type, standard, diameter, material, finish, quantity, application and required delivery. Attach the seat drawing. Other materials and
finishes are available on request.
www.dueemmesidol.it


